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NTC inrush current limiters:

Model
No. Voltage (V)

Current
(A)

Max Load
Capacitance
(uF) Class CA

I I

SCL 3D-5XY 120/240 Vac 2.5 2.5 272uF@120V
68uF@240V

C4 1(127.8),4,#

SCL 4D-5XY 120/240 Vac 2.5 2.5 272uF@120V
68uF@240V

C4 1(129.3),4,#

SCL 4.7D-5XY 120/240 Vac 2.5 2.5 272uF@120V
68uF@240V

C4 1(129.3),4,#

SCL 5D-5XY 120/240 Vac 2 2 272uF@120V
68uF@240V

C4 1(129.3),4,#

SCL 6D-5XY 120/240 Vac 2 2 272uF@120V
68uF@240V

C4 1(129.3),4,#

SCL 6.8D-5XY 120/240 Vac 2 2 272uF@120V
68uF@240V

C4 1(129.3),4,#

SCL 7D-5XY 120/240 Vac 2 2 272uF@120V
68uF@240V

C4 1(129.3),4,#

SCL 8D-5XY 120/240 Vac 2 2 272uF@120V
68uF@240V

C4 1(129.3),4,#

SCL 10D-5XY 120/240 Vac 2 2 272uF@120V
68uF@240V

C4 1(129.3),4,#

SCL 12D-5XY 120/240 Vac 1.5 1.5 272uF@120V
68uF@240V

C4 1(129.3),4,#

SCL 13D-5XY 120/240 Vac 1.5 1.5 272uF@120V
68uF@240V

C4 1(129.3),4,#

SCL 15D-5XY 120/240 Vac 1.5 1.5 272uF@120V
68uF@240V

C3 1(129.3),4,#

max ss



SCL 18D-5XY 120/240 Vac 1.5 1.5 272uF@120V
68uF@240V

C4 1(133.7),4,#

SCL 20D-5XY 120/240 Vac 1.3 1.3 272uF@120V
68uF@240V

C4 1(133.7),4,#

SCL 22D-5XY 120/240 Vac 1.3 1.3 272uF@120V
68uF@240V

C4 1(133.7),4,#

SCL 25D-5XY 120/240 Vac 1.3 1.3 272uF@120V
68uF@240V

C4 1(133.7),4,#

SCL 30D-5XY 120/240 Vac 1.3 1.3 272uF@120V
68uF@240V

C4 1(133.7),4,#

SCL 33D-5XY 120/240 Vac 1.3 1.3 272uF@120V
68uF@240V

C4 1(133.7),4,#

SCL 40D-5XY 120/240 Vac 1 1 272uF@120V
68uF@240V

C4 1(133.7),4,#

SCL 47D-5XY 120/240 Vac 1 1 272uF@120V
68uF@240V

C4 1(133.7),4,#

SCL 50D-5XY 120/240 Vac 1 1 272uF@120V
68uF@240V

C4 1(133.7),4,#

SCL 60D-5XY 120/240 Vac 1 1 272uF@120V
68uF@240V

C4 1(133.7),4,#

SCL 80D-5XY 120/240 Vac 0.7 0.7 272uF@120V
68uF@240V

C4 1(133.7),4,#

SCL 100D-5XY 120/240 Vac 0.7 0.7 272uF@120V
68uF@240V

C4 1(133.7),4,#

SCL 120D-5XY 120/240 Vac 0.7 0.7 272uF@120V
68uF@240V

C4 1(133.7),4,#

SCL 220D-5XY 120/240 Vac 0.5 0.5 272uF@120V
68uF@240V

C3 1(133.7),4,#

SCL 1.3D-7XY 120/240 Vac 4.5 4.5 520uF@120V
130uF@240V

C3 1(135.7),4,#

SCL 1.5D-7XY 120/240 Vac 4 4 520uF@120V
130uF@240V

C3 1(139.8),4,#

SCL 2D-7XY 120/240 Vac 4 4 520uF@120V
130uF@240V

C3 1(139.8),4,#

SCL 2.2D-7XY 120/240 Vac 4 4 520uF@120V
130uF@240V

C3 1(139.8),4,#

SCL 2.5D-7XY 120/240 Vac 3.5 3.5 520uF@120V
130uF@240V

C3 1(139.8),4,#

SCL 3D-7XY 120/240 Vac 3 3 520uF@120V
130uF@240V

C3 1(139.8),4,#

SCL 16D-5XY 120/240 Vac 1.5 1.5 272uF@120V
68uF@240V

C4 1(133.7),4,#



SCL 4.7D-7XY 120/240 Vac 3 3 520uF@120V
130uF@240V

C3 1(139.8),4,#

SCL 5D-7XY 120/240 Vac 3 3 520uF@120V
130uF@240V

C3 1(139.8),4,#

SCL 6D-7XY 120/240 Vac 3 3 520uF@120V
130uF@240V

C3 1(139.8),4,#

SCL 6.8D-7XY 120/240 Vac 3 3 520uF@120V
130uF@240V

C3 1(139.8),4,#

SCL 7D-7XY 120/240 Vac 3 3 520uF@120V
130uF@240V

C3 1(139.8),4,#

SCL 8D-7XY 120/240 Vac 2.5 2.5 520uF@120V
130uF@240V

C3 1(139.8),4,#

SCL 10D-7XY 120/240 Vac 2 2 520uF@120V
130uF@240V

C3 1(139.8),4,#

SCL 12D-7XY 120/240 Vac 2 2 520uF@120V
130uF@240V

C3 1(139.8),4,#

SCL 13D-7XY 120/240 Vac 2 2 520uF@120V
130uF@240V

C2 1(139.8),4,#

SCL 15D-7XY 120/240 Vac 2 2 520uF@120V
130uF@240V

C3 1(169.4),4,#

SCL 16D-7XY 120/240 Vac 1.5 1.5 520uF@120V
130uF@240V

C3 1(169.4),4,#

SCL 18D-7XY 120/240 Vac 1.5 1.5 520uF@120V
130uF@240V

C3 1(169.4),4,#

SCL 20D-7XY 120/240 Vac 1.5 1.5 520uF@120V
130uF@240V

C3 1(169.4),4,#

SCL 22D-7XY 120/240 Vac 1.5 1.5 520uF@120V
130uF@240V

C3 1(169.4),4,#

SCL 25D-7XY 120/240 Vac 1.5 1.5 520uF@120V
130uF@240V

C3 1(169.4),4,#

SCL 30D-7XY 120/240 Vac 1.3 1.3 520uF@120V
130uF@240V

C3 1(169.4),4,#

SCL 33D-7XY 120/240 Vac 1.3 1.3 520uF@120V
130uF@240V

C3 1(169.4),4,#

SCL 40D-7XY 120/240 Vac 1.3 1.3 520uF@120V
130uF@240V

C3 1(169.4),4,#

SCL 47D-7XY 120/240 Vac 1.3 1.3 520uF@120V
130uF@240V

C3 1(169.4),4,#

SCL 50D-7XY 120/240 Vac 1.3 1.3 520uF@120V
130uF@240V

C3 1(169.4),4,#

SCL 4D-7XY 120/240 Vac 3 3 520uF@120V
130uF@240V

C3 1(139.8),4,#



SCL 60D-7XY 120/240 Vac 1 1 520uF@120V
130uF@240V

C3 1(169.4),4,#

SCL 80D-7XY 120/240 Vac 1 1 520uF@120V
130uF@240V

C3 1(169.4),4,#

SCL 100D-7XY 120/240 Vac 1 1 520uF@120V
130uF@240V

C3 1(169.4),4,#

SCL 120D-7XY 120/240 Vac 1 1 520uF@120V
130uF@240V

C3 1(169.4),4,#

SCL 220D-7XY 120/240 Vac 0.8 0.8 520uF@120V
130uF@240V

C2 1(169.4),4,#

SCL 1D-9XY 120/240 Vac 5 5 1000uF@120V
250uF@240V

C4 1(125.8),4,#

SCL 1.3D-9XY 120/240 Vac 5 5 1000uF@120V
250uF@240V

C4 1(151.1),4,#

SCL 1.5D-9XY 120/240 Vac 5 5 1000uF@120V
250uF@240V

C4 1(151.1),4,#

SCL 2D-9XY 120/240 Vac 5 5 1000uF@120V
250uF@240V

C4 1(151.1),4,#

SCL 2.2D-9XY 120/240 Vac 5 5 1000uF@120V
250uF@240V

C4 1(151.1),4,#

SCL 2.5D-9XY 120/240 Vac 5 5 1000uF@120V
250uF@240V

C4 1(151.1),4,#

SCL 3D-9XY 120/240 Vac 5 5 1000uF@120V
250uF@240V

C4 1(151.1),4,#

SCL 4D-9XY 120/240 Vac 4 4 1000uF@120V
250uF@240V

C4 1(151.1),4,#

SCL 4.7D-9XY 120/240 Vac 4 4 1000uF@120V
250uF@240V

C4 1(151.1),4,#

SCL 5D-9XY 120/240 Vac 4 4 1000uF@120V
250uF@240V

C4 1(151.1),4,#

SCL 6D-9XY 120/240 Vac 4 4 1000uF@120V
250uF@240V

C4 1(151.1),4,#

SCL 6.8D-9XY 120/240 Vac 3 3 1000uF@120V
250uF@240V

C4 1(151.1),4,#

SCL 7D-9XY 120/240 Vac 3 3 1000uF@120V
250uF@240V

C4 1(151.1),4,#

SCL 8D-9XY 120/240 Vac 3 3 1000uF@120V
250uF@240V

C4 1(151.1),4,#

SCL 10D-9XY 120/240 Vac 3 3 1000uF@120V
250uF@240V

C4 1(151.1),4,#

SCL 12D-9XY 120/240 Vac 3 3 1000uF@120V
250uF@240V

C4 1(151.1),4,#



SCL 13D-9XY 120/240 Vac 3 3 1000uF@120V
250uF@240V

C4 1(151.1),4,#

SCL 15D-9XY 120/240 Vac 2.5 2.5 1000uF@120V
250uF@240V

C4 1(151.1),4,#

SCL 16D-9XY 120/240 Vac 2.5 2.5 1000uF@120V
250uF@240V

C4 1(151.1),4,#

SCL 18D-9XY 120/240 Vac 2 2 1000uF@120V
250uF@240V

C4 1(151.1),4,#

SCL 20D-9XY 120/240 Vac 2 2 1000uF@120V
250uF@240V

C3 1(151.1),4,#

SCL 22D-9XY 120/240 Vac 2 2 1000uF@120V
250uF@240V

C4 1(161.2),4,#

SCL 25D-9XY 120/240 Vac 2 2 1000uF@120V
250uF@240V

C4 1(161.2),4,#

SCL 30D-9XY 120/240 Vac 2 2 1000uF@120V
250uF@240V

C4 1(161.2),4,#

SCL 33D-9XY 120/240 Vac 2 2 1000uF@120V
250uF@240V

C4 1(161.2),4,#

SCL 40D-9XY 120/240 Vac 2 2 1000uF@120V
250uF@240V

C4 1(161.2),4,#

SCL 47D-9XY 120/240 Vac 2 2 1000uF@120V
250uF@240V

C4 1(161.2),4,#

SCL 50D-9XY 120/240 Vac 2 2 1000uF@120V
250uF@240V

C4 1(161.2),4,#

SCL 60D-9XY 120/240 Vac 1 1 1000uF@120V
250uF@240V

C4 1(161.2),4,#

SCL 80D-9XY 120/240 Vac 1 1 1000uF@120V
250uF@240V

C4 1(161.2),4,#

SCL 100D-9XY 120/240 Vac 1 1 1000uF@120V
250uF@240V

C4 1(161.2),4,#

SCL 120D-9XY 120/240 Vac 1 1 1000uF@120V
250uF@240V

C4 1(161.2),4,#

SCL 220D-9XY 120/240 Vac 1 1 1000uF@120V
250uF@240V

C1 1(161.2),4,#

X should be K, L, M, N.

Y should be any letter as lead code.

# Indicates unique Condition of Acceptability

Marking: Company name or trademark, part designation and the Recognized Component Mark   permanently and legibly
marked on individual parts or on the smallest shipping container.
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The appearance of a company's name or product in this database does not in itself assure that products so identified have been
manufactured under UL's Follow-Up Service. Only those products bearing the UL Mark should be considered to be Certified and
covered under UL's Follow-Up Service. Always look for the Mark on the product.

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following conditions: 1.
The Guide Information, Assemblies, Constructions, Designs, Systems, and/or Certifications (files) must be presented in their
entirety and in a non-misleading manner, without any manipulation of the data (or drawings). 2. The statement "Reprinted from
the Online Certifications Directory with permission from UL" must appear adjacent to the extracted material. In addition, the
reprinted material must include a copyright notice in the following format: "© 2021 UL LLC"
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